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C709A  MultiMediaCard Connector

Description Part No.

MultiMediaCard Connector C709 10A007 100 1
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C709A  Technical Data

Electrical Characteristics Standard Value

Contact resistance IEC 60512-2, Test 2a ≤ 30 mΩ

Insulation resistance IEC 60512-2, Test 3a ≥ 109 Ω

High voltage resistance IEC 60512-2, Test 4a 500 V

Climatical Characteristics

Climatical category IEC 60068-1 25 / 85 / 21

Operating temperature - 25 °C ... + 85 °C

Storage temperature - 40 °C ... + 90 °C

Mechanical Characteristics

Card insertion force IEC 60512-7, Test 13b max. 40 N

Card extraction force IEC 60512-7, Test 13b > 1 N

Mechanical lifetime 10,000 mating cycles

Random vibration IEC 60512-6, Test 6e f = 10 Hz ... 2 kHz a = 6 g RMS

15 min / axis

Shock, without disconnection IEC 60512-4, Test 6c 40 g; 11 ms

100 shocks / direction in 3 axis

Shock, without destruction IEC 60512-4, Test 6c 500 g; 1 ms

3 shocks / direction in 3 axis

Contact force 20 ... 60 cN

No. of contacts 7

Contacts Wiping contacts with 2 premating contacts

Termination SMT

Mounting style upon customer request


